
IV-BV3077

Features

. 1/3" Color Sony Super HAD II

. 24pcs IR leds, IR distance: 50~65ft

. WDR / HLC / BLC Function

. Lens:3.6mm 

. Motion Detection, 3-Axis

Specification

Image Sensor

Horizontal Resolution

Active Pixel

Lens

S/N Ratio

Electronic Shutter

Min.lllumination

Backlight

AGC

WDR

Day & Night

White Balance

Mirror

Motion Detection

Privacy Mask

LED Wave Length

Illumination Distance

Video Output

Dimension

Weight

Storage Temperature

Operating Temperature

Power Supply 
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50 ~ 65 ft

Off / On

Color (0.1 Lux), 0Lux ( IR on)

IV-BV3077

1/3" Color Sony Super HAD II

3.6mm  lens

1/60 ~1/100,000 sec

More than 50dB (AGC off)

Off / BLC / HLC

1.08 lbs.

960H Outdoor IR Bullet Camera

CVBC: 1 Vp-p / 75Ω BNC Connector

Auto

Auto/Autoext/Pushing/Manual

24 units 850nm Infrared LED

NTSC:976H X 494V; PAL:976H X 582V

800TVL

DC 12V±10%, 6W

4

-4˚F~140˚F

ATR

Auto / Color / EXT1 / EXT2 / B&W

3.40" x 2.15" x 2.15"

-40˚F~140˚F

4


